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General data

Dimensional class: low
Standard colour: black
Pitches: metric 3.5, 5, 7, 10mm (.138, .197, .275, .394 in)
imperial 3.81, 5.08, 7.62, 10.16mm (.150, .200, .300, .400 in)
PCB thickness: max 2,4 mm (.094 in)

PCB hole diameter:

1.4 mm (.055 in)

Operating temperature range: -40 °C + +105 °C (-40 °F + +221 °F)
Contact resistance: <15 mQ

Insulation resistance: >10° Q (500V DC)

Insulating material group: 1 (CTI > 600V)

Certifications

UL (n. E167473)
300V -11A-for 3.5 mm, 3.81 mm, 5 mm, 5.08 mm, 7 mm, 7.62 mm pitch
600V -11A-for 10 mm and 10.16 mm pitch

VDE (n. 40013398)

130V -11A-1mm?-T85-1,5kV -2 for 3.5 mm and 3.81 mm pitch

250V -11A-1mm?-T85-2,5kV -2 for 5 mm and 5.08 mm pitch

450V - 11 A-1mm?-T85 - 4kV - 2 for 7 mm and 7.62 mm pitch

Application values for end-use equipment have to be in accordance to norms and applicable to it.
The certifications of some product’s versions could be pending, for more detailed and updated data
please refer to our web site www.sauro.net or your representative Sales Manager.

A higher number of poles is obtained by combining together modular parts.

Please see "CONNECTORS COMBINATIONS"
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Straight, modular male

CTMH__OM8-ON 2 = 25 poles, 3,5 mm .138” pitch
CTMH__OM1-ON 2 = 22 poles, 5 mm .197” pitch
CTMH__OM9-ON 1 = 13 poles, 7 mm .276" pitch
CTMH__O0M2-ON 1 + 11 poles, 10 mm .394" pitch
CTMH__0M5-O0N 2 + 3 poles, 5.08 mm .200” pitch
CTMH__OM6-ON 1 poles, 10.16 mm .400” pitch
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Straight, polarized male

CTMH__0P8-ON 2 + 25 poles, 3,5 mm .138” pitch
CTMH__OP1-ON 2 + 22 poles, 5 mm .197” pitch
CTMH__0P9-ON 2 + 13 poles, 7 mm .276" pitch
CTMH__0P2-ON 2 + 11 poles, 10 mm .394” pitch
CTMH__OPT-ON 2 + 25 poles, 3.81 mm .150” pitch
CTMH__OP5-0N 2 + 3 poles, 5,08 mm .200” pitch
CTMH__OP7-0N 2 + 13 poles, 7.62 mm .300" pitch
CTMH__0P6-ON 2 poles, 10.16 mm / .400” pitc
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Straight, locking screw flanges male
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Straight, locking screw flanges & fake pin

CTMH__0V8-0N 2 + 23 poles, 3,5 mm .138” pitch
CTMH__0V1-ON 2 = 22 poles, 5 mm .197” pitch
CTMH__0V9-ON 2 = 11 poles, 7 mm .276" pitch
CTMH__0V2-ON 2 + 11 poles, 10 mm .394” pitch
CTMH__OVT-ON 2 -+ 22 poles, 3.81 mm .150” pitch
CTMH__0V7-0ON 2 = 11 poles, 7.62 mm .300” pitch

CTMH__OF8-0N 2 + 23 poles, 3,5 mm .138” pitch
CTMH__OF1-0N 2 + 22 poles, 5 mm .197” pitch
CTMH__OF9-0ON 2 = 11 poles, 7 mm .276" pitch
CTMH__OF2-0N 2 = 11 poles, 10 mm .394" pitch
CTMH__OFT-ON 2 + 22 poles, 3.81 mm .150” pitch
CTMH__OF7-ON 2 = 11 poles, 7.62 mm .300” pitch
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45°, modular male 45°, polarized male 45°1 g screw flanges male 45° | g screw flanges & fake pin

CTMH__4MT-ON 2+16 poles, 3,81 mm /.150" pitch
CTMH__4M7-O0N 18 poles, 7.62 mm /.300” pitch

CTMH__4PT-ON 2 = 16 poles, 3.81mm /.150” pitch
CTMH__4P7-0N 2 + 8 poles, 7.62 mm /.300" pitch

CTMH__4VT-ON 2+16 poles, 3,81 mm /.150" pitch
CTMH__4V7-0N 28 poles, 7.62 mm /.300” pitch

CTMH__4FT-ON 2 + 16 poles, 3.81mm /.150" pitch
CTMH__4F7-0N 2 = 8 poles, 7.62 mm / .300” pitch
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90°, modular male

285

90°, polarized male

CTMH__9M8-0N 225 poles, 3,5 mm /.138” pitch
CTMH__9M1-0N 2+22 poles, 5 mm /.197” pitch
CTMH__9M9-0N 1+13 poles, 7 mm / .276” pitch
CTMH__9M2-0N 1+11 poles, 10 mm /.394" pitch
CTMH__9M5-0N 23 poles, 5.08 mm /.200" pitch
CTMH__9M6-ON 12 poles, 10.16 mm / .400” pitch

CTMH__9P8-O0N 2 + 25 poles, 3,5 mm .138” pitch
CTMH__9P1-0N 2 -+ 22 poles, 5 mm .197” pitch
CTMH__9P9-0N 2 -+ 13 poles, 7 mm .276” pitch
CTMH__9P2-0N 2 = 11 poles, 10 mm .394" pitch
CTMH__9PT-ON 2 =+ 25 poles, 3.81 mm .150” pitch
CTMH__9P7-0ON 2 + 13 poles, 7.62 mm .300” pitch
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90°, locking screw flanges male
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90°, locking screw flanges & fake pin

CTMH__9V8-ON 2 + 23 poles, 3,5 mm .138” pitch
CTMH__9V1-ON 2 + 22 poles, 5 mm .197” pitch
CTMH__9V9-ON 2 + 11 poles, 7 mm .276" pitch
CTMH__9V2-ON 2 + 11 poles, 10 mm .394" pitch
CTMH__9VT-ON 2 = 22 poles, 3.81 mm .150” pitch
CTMH__9V7-0N 2 + 11 poles, 7.62 mm .300” pitch

CTMH__9F8-0N 2 =+ 23 poles, 3,5 mm .138" pitch
CTMH__9F1-ON 2 = 22 poles, 5 mm .197” pitch
CTMH__9F9-ON 2 + 11 poles, 7 mm .276" pitch
CTMH__9F2-0N 2 - 11 poles, 10 mm .394” pitch
CTMH__9FT-ON 2 + 22 poles, 3.81 mm .150” pitch
CTMH__9F7-0N 2 + 11 poles, 7.62 mm .300” pitch
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270°, modular male
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270°, modular male

CTMH__5M8-0N 2 + 25 poles, 3,5 mm .138” pitch
CTMH__5M9-ON 1 + 13 poles, 7 mm .276” pitch

CTMH__5M1-ON 2 + 22 poles, 5 mm / .197” pitch

CTMH__5M2-0ON 1 + 11 poles, 10 mm /.394” pitch
CTMH__5M5-0N 2 + 3 poles, 5.08 mm /.200” pitch
CTMH__5M6-0N 12 poles, 10.16 mm / .400” pitch
CTMH__5MT-ON 2 = 25 poles, 3,81 mm .150" pitch
CTMH__5M7-0N 1 + 13 poles, 7,62 mm .300” pitch
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270°, polarized male
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270°, polarized male

CTMH__5P8-0N 2 + 25 poles, 3,5 mm .138" pitch
CTMH__5P9-0N 2 + 13 poles, 7 mm .276" pitch

CTMH__5P1-0N 2 + 22 poles, 5 mm .197” pitch
CTMH__5P2-0N 2 + 11 poles, 10 mm / .394" pitch
CTMH__5PT-ON 2 =+ 23 poles, 3,81 mm .150” pitch
CTMH__5P5-0N 2 + 3 poles, 5,08 mm .200” pitch
CTMH__5P7-0N 2 - 11 poles, 7,62 mm .300” pitch
CTMH__5P6-O0N 2 poles, 10.16 mm / .400” pitch

[+5.2
L 205" Ll
1486 1.5 ’ L0
T 285" L+ 285"
Lt 338 e . 07357 5 -
Zk soEl e o -Hlal op
1l U 1 — — 45 ,,,,, —
L3 03 5 .
159" 69 :i IAER 171 177 19
= 075" 075"
270°, locking screw flanges male 270°, locking screw flanges male

CBF

CTMH__5V8-0N 2 + 22 poles, 3.5mm /.138" pitch
CTMH__5V9-ON 2 + 11 poles, 7 mm /.276" pitch

CTMH__5V1-0N 2 + 22 poles, 5 mm .197” pitch
CTMH__5V2-0N 2 + 11 poles, 10 mm .394” pitch
CTMH__5VT-ON 2 = 22 poles, 3.81 mm /.150” pitch
CTMH__5V7-ON 2 + 11 poles, 7.62 mm /.300” pitch
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L = pitch x (poles - 1) The drawing refers to only a pitch, please see our complete range of products by visiting our website on www.sauro.net or refering to your representative Sales Manager 65



